2.4 GHz wireless Mikrophone System by Gotham

Features

Reliable Transmission Performance
User Friendly Operation
Background Noise Control
Transmission Unaffected By 4G LTE
Backlit LCD Display

Rechargeable Battery For More Than 5 Hours. Charging Time Approx. 1 hour
Body-Pack Size for Easy Carrying and Storage

Clip Holder For Belt or Lavaliermounting.

Technical Dates:

Applikation:

Accessoires (included)

Weight: 29¢g, Each Transmitter/Receiver
L*W*H: 6cm*3.5cm*1.5cm

RF Distance: Up To 100M

RF Transmission Power: MAX 19.5dbm

RF Band: 2.4G ISM Band

Built-in Microphone in Transmitter

Package: Hard Plastic Zip-Case, Paper Box
Matching Distance = 2M

Matching Time = 1sec

Transmission Delay: 0.006sec

3.5mm Connector for External Microphone on Transmitter. External Mic Optional.
3.5mm Connector for Line-Output Receiver

Speech
Presentation
Conference

C-type 5vDC Rechargeable Power Cable
Audio Cable 3.5 Stereo to #3.5 Stereo
Adapter: 3.5 Stereo to $6.3 Stereo

( '
Gotham AG

GAJ ‘
F phone: +41(0) 44 - 840 01 44
24 Sept. 2019 FA/en/v1 fax: +41 (0) 44 - 744 2522

Gotham Audio @

Heimstrasse 27 - CH-8953 Dietikon

info@gotham.ch - www.gotham.ch



